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NOTE• FJBE HYDRANT AND FDC SHALL BE ON THE SAME PLANE 

NOTES: 

EIRE I ANE SIGN· 
1. SIGNS SHALL HAVE A WHITE REFLECTORIZED BACKGROUND WITH RED OPAQUE LEGEND AND BORDER. 

2. "FlRE LANE" LETTERS SHALL BE 1¼" AND ALL OTHER LETTERS SHALL BE 1" SERIES "C". 

3. SIGNS SHALL BE MOUNTED ON POST AT LOCATIONS DEPICTED ON SITE PLAN AT A MAXIMUM HEIGHT 
OF 7' -0" FROt.4 THE FINISHED GRADE TO THE BOTTOM PART OF THE SIGN. 

mW-AWAY ZONE SIGN AND BUii PING ADDRESS SIGN· 
1. SIGNS SHALL BE A MINIMUM OF 6"x12" WHITE BACKGROUND WITH RED LETTERS MINIMUM LETTER SIZE 

TO BE ONE INCH. 

FIRE HYDRANT-FIRE DEPT. 
CONNECTION LOCATION 

DETAIL 

EDGE OF 
PAVEMENT 

---------------1 
I EXISTING 

WATER MAIN 

-------~-- ---------

PROPOSED 
WATER MAIN 

PROPOSED 
WATER MAIN 

EDGE OF 
PAVEMENT 

MAJOR RO.AD,r.AY 

,...+..!:,,..,--------,ffi..,_+t-----t-+--FIRE HYDRANT 

WATER SERVICE 
W/ METER & 

BACKFLOW DEVICE~ 

"'-._ WM 

CONSTIRUCT 
FlRE LINE 

D.D.C.V. 

PROPOSED 
BUILDING 

FOR FUTURE 
EXTENSION 

RPZ 

POINT OF 
SERVICE 

BEND 

PLUG 

LOOPED WATER 
SYSTEM 

MAIN 

EXISTING 
WATER MAIN 

EDGE OF 
PAVEMENT 

CONSTIRUCT NEW 
WATER MAIN 

LEGEND 
D.D.C.V. - DOUBLE DETECTOR CHECK 

VALVE ASSEMBLY 

RPZ - REDUCED PRESSURE 
BACKFlLOW PREVENTOR 

WM - WATER METER 

XYP1Ct1 £ CURB lfABKTNG 
.AT HYDRANT LOCATIONS 

YAtiA'r GUTTER 

7'-6" 

YELLOW PAINT 

FIRE HYDRANT 

"NO PARKING" PAINTED 
WITH BLACK LETTERS 

7'-6" 

YELLOW PAINT 

CURBING/SIDEWALK 

ASPHALT 

MIN. 7'-0" - MAX. 10'-0" ROAD 

FIN. GRADE 

LIMEROCK 
PAD 

in 
,-: 

7 

3,000 PSI 
CONCRETE 

TYPE ., D,. CURB 

MIN. 5'-o" - MAX. 10'-o" 

FIN. GRADE 
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STANDARD FIRE HYDRANT 
PLACEMENT DETAIL 

VARIES 
RIGHT-OF-WAY 

LINE -----:;::==~If- - - - - - - - - - - 7~~~E~ UTILITY 

BYPASS I CHECK 
VALVE 

PAVEMENT 
SLOPE 

ROCK 
BASE 

SUBGRADE 

METER --- ---,--~~~;~==~11 __ J __ _ 
GATE VALVE e I 3/4" THREADED BRASS 
(2 REQ'D) -- • BY-PASS LINE 

• 0 
I 

0 
i----CONCRETE SLAB 

I 
~--1 __________ _J DOUBLE DETECTOR CHECK VALVE 

BACKFlLOW PREVENTER 

1 /2" PREFORMED JOINT 
MATERIAL BETWEEN PIPE 
AND CONCRETE SLAB 

6" CONCRETE SLAB 
WITH NO. 6 x 6, 
W10 x W10 

FINISHED GRADE 
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FlRE LINE 
SEE NOTE 1 

(2 REQUIRED) 

LOCKABLE O.S. & Y. VALVES 
W/ TAMPER SWITCHES 
(2 REQUIRED) 

8" SPOOL PIECE, MIN. (TYP.) 

90' FlLANGED 
BEND (2 REQ'D.) 

,,__---<f-4--- ADJUSTABLE PIPE SUPPORT STANDS 
REQUIRED ON 3" FlRE LINES 
AND ABOVE (TYP.) i-:-,,.,,.,_ 

DEDICATED 
- FIRE LINE FlROM MAIN--.=;:c::e::::j]=:=~~-90' MJ BEND 

(RESTRAINED) 
SEE NOTE 3 RESTRAINED JOINT (2 REC'D.) 

SEE NOTE 3 

NOTES; 

THRUST COLLAR IN ACCORDANCE WITH STANDARD DRAWING AND 
PLANS AS APPROVED BY THE CITY (2 REQ'D.) SEE NOTE 3 

1. ALL PIPE AND FITTINGS 2" AND SMALLER SHALL BE THREADED BRASS. 

2. ALL PIPE FITTINGS 4" DIA. AND LARGER SHALL BE CEMENT-LINED DUCTILE IRON WITH FLANGED FITTINGS FOR 
ABOVEGROUND USE. MECHANICAL JOINT FITTINGS SHALL BE USED UNDERGROUND. 

3. MEGALUGS, OR APPROVED EQUAL, CAN BE USED IN PLACE OF RESTRAINED JOINTS ON ALL UNDERGROUND PIPING. 

4. PAINT ALL ABOVEGROUND DUCTILE PIPING, FITTINGS AND VALVES. 

5. BACKFLOW PREVENTOR CONTROL VALVES SHALL BE MONITORED BY AN ELECTRONIC TAMPER SWITCH CONNECTED 
TO A CENTRAL ALARM SERVICE. 

6. DEPTH OF COVER TO TOP OF UNDERGROUND PIPING: 
- 30" MINIMUM (TYP.) 

- 36" MINIMUM UNDER DRIVING SURFACES 

FIRE LINE-DOUBLE DETECTOR 
CHECK VALVE ASSEMBLY DETAIL 

NOTES: 

FIN. GRADE 

w~ 
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4 x ~" x ~- THREADED 
.....,..._,, F.D.C. WITH CAPS 

4" D.I.P. 

4" WATER 
"';==#,✓ CHECK VALVE 

1/, 

4" M.J. - FLG. 90' ELL 
ROD BACK TO FITTING 

THERE SHALL BE NO SHUT OFF VALVE IN THE FIRE DEPARMENT CONNECTION. 
NFPA 24 2-6,3 

1. DEPTH OF COVER TO TOP OF PVC UNDERGROUND PIPING SHALL BE NOT LESS THAN 36" MINIMUM. 

2. DEPTH OF COVER TO TOP OF DIP UNDERGROUND PIPING SHALL BE NOT LESS THAN 30" MINIMUM. 

STANDARD FIRE DEPARTMENT 
CONNECTION DETAIL 

BUILDING 

----SIDEWALK----

NO PARKING FIRE 
LANE 18"x24" SIGN 
(TYP.) 

EDGE OF PAVEMENT 

5D' TYP. 

CURB TO BE 
PAINTED YELLOW 

4" YELLOW LINE 
@ 45' - 5' o.c. 
(TYP.) 

NOTES: 
1. ALL PAVEMENT MARKING SHALL BE OF THERMOPLASTIC PAINT. 

EIRE LANE STRIPING DETAIL 
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LANE 

by order cf 
FIREIPOLK.E 

DEPARTMENT 

POST AS PER 
APPROVED SITE PLAN 

NATURAL 
GROUND 

ANCHOR SIGN POST 
IN CONCRETE 

SIGN DETAIL 

NOTES: 
1. "NO PARKING FIRE LANE BY ORDER OF FIRE/POLICE DEPARTMENT" 
SIGN AT MAX 75' O.C. SIGN TO BE 18"x24" W/ RED LETTERS ON WHITE 
BACKGROUND. 

2. SIGN TO BE POSTED 7' ABOVE FINISHED GRADE. 
ON B.C.T.E.D. STANDARD POST. 

FIRE LANE DETAIL 
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26'-4" MIN. - 31'-4" MAX. 

4" 
7'-6" 1 '-0" 1 O' MIN. - 15' MAX. 7'-6" 

I 
I 

I I 
I SIGN I I 
I I I I 
I I HYDRANT I I 

• 2 ~• ~• FlRE 

CURB 

4" DIA. GU RAD 
POSTS W/ CHAIN 

ALIGN ALL ITEMS 

CURB 

A 

TYP. FIRE HYDRANT /FIRE 
DEPT. CONNECTION ISLAND 

DETAIL (PLAN VIEW) 

14' 1 ' 

~•ZOll!_::_v_«... ~ l 
SUPRA 
BOX 

1/4" PER 1' 24" 
4" DIA. GUARD 
POSTS W/ CHAIN 

FIRE ACCESS ROAD TURF 
BLOCK ON STABILIZED 

SUBGRADE CAPABLE OF 
SUPPORTING 32 TONS 

"NO PARKING TOW-AWAY ZONE" 
SIGN TOB 18"x24" W/ RED LETTERS 
ON WHITE BACKGROUND 

2D' EMERGENCY ACCESS 

6" 
(TYP.) 

2:1 SLOPE 

8" LIMEROCK BASE COURSE MIAMI FORMATION 
WITH CARBONATE CONTENT OF 60% AND MIN. 

L.B.R. 1 OD, COMPACTED TO 98% OF MAX DRY 
DENSITY PER A.A.S.H.T.O. T-180 

TURF BLOCK 

SEE NOTE #1 

NOTES: 

TURF BLOCK DESIGNED 
TO ACCOMODATE A MINIMUM 
OF 32 TONS 

ASPHALT 

2:1 SLOPE 

12" STABILIZED SUBGRADE 
L.B.R. = 40 MIN., 
COMPACTED TO 98% 
OF MAX DRY DENSITY 
AS PER A.A.S.H.T.O. T-180 

SEE NOTE #2 

SEE NOTE #3 

EXISTING GROUND 

1. 12" STABILIZED SUBGRADE MIN. LBR 40 COMPACTED TO 98% A.A.S.H.T.O. T-180 CAPABLE OF SUPPORTING 
32 TONS. 

2. THE BASE COURSE SHALL BE LIMEROCK (70% CALCIUM). 8" THICK COMPACTED IN ACCORDANCE WITH 
A.A.S.H.T.O. SPECIFICATION T-180 TO 98% DENSITY. 

3. ALL ORGANIC AND YIELDING MATERIAL WITHIN THE LIMITS SHOWN SHALL BE REMOVED AND REPLACED WITH 
CLEAN FILL, THE SUBBASE SHALL EXTEND 12" BELOW THE BASE COURSE, SHALL HAVE A MINIMUM DRY 
DENSITY OF 115 PCF AND SHALL BE COMPACTED TO 98% OF MAXIMUM DRY DENSITY PER A.A.S.H.T.O. 
SPECIFICATION T-180, METHOD "C". MINIMUM LBR TO BE 40. 

EMERGENCY ACCESS ROADWAY DETAIL 
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