
GRAVl1Y SEWER 
OR FORCE MAIN 

20' LONG WATER 
MAIN PIPE SECTION 

CENTERED AT CROSSING\ •· \': • ?f 
\ .. ;,.· 

PL.AN 

WHEN A PIPELINE CROSSES OVER (OR 
UNDER} ANOTHER PIPE AND THERE IS 12" 

OR LESS VERTICAL CLEARANCE, PLACE 
FLOWABLE FILL BETWEEN THE TWO PIPES 

AS SHOWN 

SECTION 

24" 
MIN. 

24" 
MIN. 

CONCRETE ENCASEMENT 

z ,. 
b 

z 

"' 
b 

" 

WATER MAIN, REUSE WATER MAIN AND 
FORCE MAIN SHALL BE DUCTILE IRON 

GRAVl1Y SEWER PIPE 
SHALL BE C-900 PVC PIPE 

FLOWABLE FILL BEDDING 
BETWEEN CROSSING PIPES 

OTHER 
PIPE 

10· 
MINIMUM 

PL.AN 

POTABLE WATER MAIN 
OR WATER SERVICE 
LINE 

HORIZONTAL SEPARATION 1 O FEET OR GREATER 

10' 
MIN. 

WATER I MAIN 

SECTION 

10' 
MIN. 

PIPE JOINT 
(lYP.) 

20' LENGTH OF 
WATER MAIN 
CENTERED AT 
CROSSING 

VERTICAL CLEARANCE AT CROSSING 18 INCHES 
OR GREATER 

DETAILS FOR PROTECTION 
OF POTABLE WATER SUPPLY 

22 1/4 • 

I I_J_ 

ACCESS LID WITH~' 

1 1/2" 

TAMPER PROOF BOLTS 

UP PART "A" 

50 7/8" 

19 3/4" 

UP PART "B" 

2" 

10" 
47 7/8" 

52" 

62" 

FRAME 
NOTES: 
1. ALL BEARING SURFACES TO BE MACHINED. 

2. MINIMUM WEIGHT 1480 LBS. 

3. U.S.F. 1341-AHM, 1YPE C OR APPROVED EQUAL. 

4. LID TO BE LABELED "ARV - Cl1Y OF MIRAMAR - POTABLE WATER"; 
"ARV - Cl1Y OF MIRAMAR - REUSE WATER"; OR 
"ARV - Cl1Y OF MIRAMAR - FORCE MAIN". 

---~--

AIR RELEASE VAULT 
ACCESS COVER 

POTABLE WATER MAIN 
I ---+--
1 

z ,. 
"' 

-- - -- RECLAIMED/REUSE WATER MAIN -- -

A MINIMUM 5' CLEAR HORIZONTAL SEPARATION SHALL BE 
MAINTAINED BETWEEN RECLAIMED/REUSE WATER MAINS 
AND POTABLE WATER MAINS. 

·--- POTABLE WATER MAIN/ ---REUSE WATER MAIN 

z 

" 0 -
. ___ SANITARY OR STORMWATER __ 

SEWERS AND FORCE MAI NS 

A MINIMUM 1 O' CLEAR HORIZONTAL SEPARATION SHALL BE 
MAINTAINED BETWEEN POTABLE WATER MAINS/REUSE 
WATER MAINS AND SANITARY OR STORMWATER SEWERS 
AND FORCE MAINS. 

MIN. HORZ. SEPARATION REQUIREMENTS 
FOR POTABLE WATER. RECLAIMED. 

STORMWATER & SEWER LINES 

2· so. NUT----~ 

TOP OF PAVEMENT 

BASE COURSE 

PAVED UNPAVED 
SURFACE SURFACE 

SET TOP OF VALVE BOX 
TO FINISHED GRADE 

CONCRETE COLLAR 

FINISHED GRADE 

#4 REBAR CONTINUOUS 

I----usF 7500 ADJUSTABLE SCREW 1YPE 
VALVE BOX AND FA COVER 

I I 2" SQ. VALVE NUT WITH 2" 
PLATED STEEL VALVE NUT 
COUPLING AND STEM 
ADAPTER --.__ 

RESILIENT SEAT 
M. J. GATE VALVE 

I I 
I I 
I I 
I I 
I I 
I I 

BOX SHALL REST ON BEDDING 
ROCK NOT ON VALVE OR PIPE 
AND SHALL BE CENTERED ON 
OPERATING NUT 

WATER, FORCE MAIN 
OR REUSE MAIN 

6" BEDDING ROCK 

NOTES: 

..................... ,..., ,...., 

1. VALVE COLLAR SHALL BE 24''X24 "XS" (MIN.) CONCRETE COLLAR PER Cl1Y'S 
STANDARD DETAIL. 

2. WHEN WATER VALVE IS NOT LOCATED IN PAVEMENT, PLACE A WHITE PAVEMENT 
REFLECTOR MARKER IN THE DRIVE LANE, ADJACENT TO THE VALVE. 

3. VALVE BOX COVER SHALL BE PAINTED BLUE WITH THE DESIGNATION "WATER"; 
GREEN WITH THE DESIGNATION "SEWER"; PURPLE WITH THE DESIGNATION ''REUSE". 

HYDRANT 
OPERATING NUT----..___ 

HOSE NOZZLE 2 ½" 
OUTLET WITH N.S.T. 

BREAK AWAY 
FLANGE----~ 

SEE NOTE 9 ---, 

FINISHED GRADE---... 

GATE VALVE AND 
VALVE BOX DETAIL 

FIRE HYDRANT TO BE FACTORY 
PAINTED YELLOW W/ A 4½" 
PUMPER NOZZLE FACING 
ACCESS R/W OR STREET 

BURY LINE (TO MATCH 
STREET CROWN ELEV.) 

STEM WITHIN 6" OF 
GRADE 

BRASS ID. VALVE PLATE 

VALVE COLLAR 
SEE NOTE 5 

VALVE STEM RISER W/ 
INDICATOR PLATE 

----,,,,--6" GATE VALVE & VALVE 
BOX DETAIL, PER CITY'S 
STANDARD DETAIL 

6" BEDDING 
ROCK 

NOTES: 

RESTRAIN ALL JOINTS 

1. PIPE SHALL BE DUCTILE IRON CLASS 52. DIP SPOOL PIECES TO BE CLASS 350. 

MECHANICAL JOINT TEE 
(RESTRAINED) 

RESILIENT SEAT GATE VALVE 
AND BOX PER CITY'S 
STANDARD DETAIL 

2. ALL PIPES AND FITTINGS SHALL BE RESTRAINED MECHANICAL JOINT, MATERIAL TO BE DUCTILE IRON. 
3. HYDRANT VALVES SHALL BE INSTALLED AS CLOSE TO WATER MAIN AS POSSIBLE. 
4. DEPTH OF COVER TO TOP OF UNDERGROUND PIPING: 30" MINIMUM 1YPICAL; 36" MINIMUM UNDER DRIVING SURFACES. 
5. VALVE COLLAR SHALL BE 24"x24"x6" CONCRETE COLLAR W/ 1-/14 BAR (CONT.) PER Cl1Y'S STANDARD DETAIL 
6. NO HYDRANT SHOULD BE LOCATED CLOSER THAN 5' TO A 1YPE "D" CURB OR 7' TO A VALLEY GUTTER. 
7. GUARD POSTS AROUND FIRE HYDRANTS ARE REQUIRED WHEN HYDRANTS ARE PLACED WITH IN 6 

FEET OF ALL ROADWAYS, DRIVEWAYS, TURN RADIUS, OR PARKING AREA. 
8. A BLUE REFLECTIVE PAVEMENT MARKER SHALL BE PROVIDED IN THE CENTER OF THE NEAREST LANE OF ROAD 

PAVEMENT ADJACENT TO ALL FIRE HYDRANT LOCATIONS. 
9. CLEARANCE BETWEEN BOTTOM OF BOLTS AND GRADE SHALL BE 6" MINIMUM. 

CONTRACTOR SHALL COLOR CODE THE TOP OF EACH HYDRANT INDICATED BY THE GALLONS PER MINUTE OF FLOW. 
THE BODY OF ALL FIRE HYDRANT SHALL BE PAINTED YELLOW (RUST-OLEUM #944 SAFE1Y YELLOW, O.A.E. WITH A 40 
MIL DFT.) AND THE TOP COLOR CODED AS FOLLOWS: 

FLOW 
1,500 GPM OR GREATER 
1,000 GPM OR GREATER 
500-1 ,000 GPM 
LESS THAN 500 GPM 

COLOR OF BONNETS & CAPS 
BLUE 
GREEN 
ORANGE 
RED 

FIRE HYDRANT 
ASSEMBLY DETAIL 

3" DIA. BRONZE DISC 
ANCHORED IN CONC. PAD 
STAMP AS REC'D 

24• X 24• X 6n 
THICK CONC. PAD 

(SEE NOTE 1)--------, 1YP. EACH VALVE BOX. 

SIZE OF VALVE----
(e.g. 16") 

#4 REBARS 
ALL AROUND 

1YPE OF VALVE ~:--;;----------~A-,--,-r-L./---, 
(e.g. GV=GATE VALVE 
BV=BUTTERFLY VALVE, 
ETC.) 

SERVICE (e.g. POTABLE 
WATER, REUSE WATER, 
FORCE MAIN, etc.) 

DIRECTION & NO. OF _ _, 
TURNS TO OPEN 

MONTH & YEAR---~ 
INSTALLED 

VALVE BOX COVER---J 
(1YP.) 

7 
I 

I 
I 

I 
1-+-~ 
I 
I 
I 

I 
____ _J 

12" 

2" MIN. (1YP.) 

FINISHED GRADE 

4" 

3" DIA. BRONZE 
DISC ANCHORED 
IN CONC. PAD 

' " 

3,000 PSI CONC. 
STRENGTH (MIN.) 

UNIMPROVED CONDITION 

3" DIAMETER BRONZE 
DISC ANCHORED AS 
SHOWN ABOVE 
(SEE NOTE 1) ----... 

(/4 REBAR 
(CONTINUOUS) 

VALVE BOX AND 
COVER (lYP.)----' 

TOP FLUSH WITH 
FINISHED GRADE 

6" THICK CONC. 
COLLAR (1YP.) 

4tTERNATIVE FOR PAYED SURFACE 

NOTES: 
1. BRONZE IDENTIFICATION DISC SHALL BE REQUIRED FOR ALL VALVES, AND 

SHALL INDICATE: SIZE OF VALVE, 1YPE OF VALVE, SERVICE, DIRECTION AND 
NUMBER OF TURNS TO OPEN, AND DATE INSTALLED. 

VALVE BOX CONCRETE 
COLLAR DETAIL 

FILL TOP 8" WITH LEAN 
GROUT AND SMOOTH 

ROUND CAP 

4"1 SCH 40 STEEL PIPE, FILL 
SOLID WITH CONCRETE. PIPE 
TO BE PAINTED OSHA SAFE1Y 
YELLOW WITH REFLECTOR 
TAPE AT TOP OF PIPE 
PER ANSI REQUIREMENT 

FIN. 

(2) 1 /2"¢x3" NELSON 
STUDS @ 180" 

30"¢ HOLE, FILL SOLID 
WITH 3,000 PSI 
CONCRETE ___ ,,-

.. :. 
4 

• 

1 o· 

SECTION 

PLAN YIE1' 

6" 

GUARD POST DETAIL 
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